
Corn ing  Incorpora tedCorn ing  Incorpora tedCorn ing  Incorpora tedCorn ing  Incorpora ted
L i fe  Sc iencesL i fe  Sc iencesL i fe  Sc iencesL i fe  Sc iences

Reg is te redReg is te redReg is te redReg is te red
ISO 9001 :2008ISO 9001 :2008ISO 9001 :2008ISO 9001 :2008 Product  Descr ipt ionProduct  Descr ipt ionProduct  Descr ipt ionProduct  Descr ipt ion

Catalog Number:Catalog Number:Catalog Number:Catalog Number: 8501850185018501

Product Description:Product Description:Product Description:Product Description: Corning® 96 1D/2D Bar Coded Storage Tube, 1.3 mL, Without Screw Cap,Corning® 96 1D/2D Bar Coded Storage Tube, 1.3 mL, Without Screw Cap,Corning® 96 1D/2D Bar Coded Storage Tube, 1.3 mL, Without Screw Cap,Corning® 96 1D/2D Bar Coded Storage Tube, 1.3 mL, Without Screw Cap,
Polypropylene, Not Sterile, In Rack with Locking Lid, 96 Tubes/Rack, 10 Racks/CasePolypropylene, Not Sterile, In Rack with Locking Lid, 96 Tubes/Rack, 10 Racks/CasePolypropylene, Not Sterile, In Rack with Locking Lid, 96 Tubes/Rack, 10 Racks/CasePolypropylene, Not Sterile, In Rack with Locking Lid, 96 Tubes/Rack, 10 Racks/Case

Component Materials:Component Materials:Component Materials:Component Materials:
Tube    -   Polypropylene
Rack    -   Polypropylene
Lid       -   Polypropylene

Attributes:Attributes:Attributes:Attributes:
Working Volume         -   1000 µL
Product Dimensions   -   43.9 Outside Length w/o Cap; 42.5 mm Inside Depth; 6.8 mm Opening ID
Rack Dimensions       -   85.5 x 127.8 mm Base; 24.5 mm Height (Rack Only); 45.0 mm Height (with Lid)
Hole Pattern                -   8 x 12 on 9.0 mm centers

Heating / Cooling:Heating / Cooling:Heating / Cooling:Heating / Cooling:
This product is designed for use at termperatures ranging from -100°C (148°F) to 110°C (230°F).

Special Features:Special Features:Special Features:Special Features:
Each tube features a unique identification number in 1D bar code format (Code 128) and human readable text on
the side of the tube and in 2D bar code format (14x14 Data Matrix Code with ECC200 error correction) on the
bottom of the tube.

Sterilization:Sterilization:Sterilization:Sterilization:
Supplied Not Sterile.

Lot Number Designation:Lot Number Designation:Lot Number Designation:Lot Number Designation:
Each production lot is uniquely identified with an 8 digit lot number as follows: First 3 digits - Julian date; Next 2
digits - Last 2 digits of year of manufacture; Last 3 digits - Batch identification.
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